BREAK JUNCTION STRUCTURE
WALLS TO CLEAR NEW MANHOLE

ENLARGE MANHOLE BASE AS NEEDED

TO SUPPORT MANHOLE RINGS
AND CONES.

VAN BUREN BLVD.
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BREAK JUNCTION STRUCTURE
WALLS TO CLEAR NEW MANHOLE

CONTRACTOR TO PROVIDE SHOP DRAWINGS
FOR MANHOLE CONNECTION TO EXIST. MAIN

MANHOLE REHABILITATION SCHEDULE

"ZJ{ ____ EXISTING EXIST. MH |PROP. MH INSERT
c MH No. | DEPTH| I.D DEPTH I.D
= 1 12.5° 60" 12.5° 54”
TO VAN BUREN BLVD. LINE 5 o o T T
3 10’ 60" 10' 54”
CONTRACTOR TO PROVIDE SHOP DRAWINGS ; ;g 60" ;g 54"
! 60" ! 54"
FOR MANHOLE CONNECTION TO EXIST. MAIN 2 = oo 20 =
NEW 84" SEWER MANHOLE 7 18’ 60" 18’ 54"
WITH LINED ECCENTRIC CONES 8 13.5° 60 13.5° 54
9 15’ 72" 15’ 66"
10 7’ x 16.5° 7’ 84”
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AND JACKSON ST —PLAN

Y I LT b G b bt 4 G5 0 L b 0 0 T G 0 00 4 0 0 G845 58

G550 55554, 555545

(G550 5 G NG 0 G0 0

5" THICK PRELINED RINGS & CONES

BACKFILL OVER ' OF
?ONC}RETE SLURRY

VIEW

\

NEW 84" SEWER MANHOLE
WITH LINED ECCENTRIC CONES

BACKFILL OVER |" OF
CONCRETE ‘SLURRY

(TYP.)

NANNANARN ]

BRI SNV AN AN NN LA ,\\
SR [PPSR

CONTRACTOR TO PROVIDE SHOP DRAWINGS
FOR MANHOLE CONNECTION TO EXIST. MAIN

48"

% RTINS N AN
NG //\//>‘\/<,\>>/\\>(/

\ \\\</'(>
/j\\>/<// CONTRACTOR TO PROVIDE SHOP DRAWINGS
S FOR MANHOLE CONNECTION TO EXIST. MAIN

S—EXIST. 33" VeP

GGG D G G A bbb L5444 A%

REN BLVD. LINE . _.

FROM VAN BU

" 70 VAN BUREN BLVD. LINE

L o P2 A A it A At

CLEANED, RECONSTRUCTED
LINED WITH PVC TO A MIN 17
BELOW LOW FLOW LINE

SECTION A—A4

EXIST. 277

Lo dAr s i ddtaai

ISTING PIERCE ST

FOR( AMAIN
S aEReTS

GE MANHOLE BASE AS NEEDED

d AJUIWVAD

=

l CORVIN LN

TO SUPPORT MANHOLE RINGS AND CONES.

VARREN ST )

=
JANET AV y

m—_

RLINGTON A\v

\CORWIN LN

o ¥ [ S—

ﬁTDMLINSDN AN

NN

L

HONTGOMERY ST )

e

SOLVANG PL

DAMAGED LANDSCAPING TO BE
RESTORED 70 1S ORIGINAL

\___HAROLD ST

TREY AV
CYPRESS AV

U

HMONTGOMERY ST —

CONDITION AFTER COMPLETION
OF WORK AT MANHOLE 1 & 2. ——

HAROLD ST

REMINGTON DR

FARM RD

WELLS AV

[o48)

e ]

VAN BUREN BL

T B e R e T O R 0 80 O RO R O RO e B b B B 3 B R A e O B O O B R F o D O B 00 0 TG0 L0 0 B L0 it 0 0 i 020,000

T T A I VRN R

H

N L

%
)

!

VARIES

2.5’

NESEN
R0
\,/\\\/, z
RS

- 3.5’

v attasasassatenata Yo o T saeanas A AN A A VAR IR A A AR A AR IR AA 4 A AR axesasans M sansas AAUsaaaTaARs s rarasaasessanasatas sass T ey Aaarasasesata s et seta as seraaaEras AR AR AR AaGRRAR AR atamsstatanssssataaaenstaaane: T T AR T A A RS
R RIS A RS S SN R RIS A S R R RS RAR SRS R RS SRS SN RS SN SO

,'/ /

7%

PRISIN
s />\\/’\\ MANHOLE SECTIONS AND IMPROVEMENTS
"/é/é 70 BE REMOVED ABOVE THIS ELEVATION

N/

’
_\,_,-_._..A,\‘.,' o~
— Db ]
T

[xy

[

.- pll RPN N
ST
~N

SIDE VIEW

T'YPICAL MANHOLE PVC LINER DETALIL

O, o,
‘//,\j NEW 57 THICK PVC LINED CONCRETE

/EX/ST/NG CONCRETE MANHOLE WALLS ’\ a
CONCRETE GROUT FILL BETWEEN EXISTING "
/_MANHOLE WALLS AND NEW MANHOLE INSERTS .

)/_,

S RIS

3
%
b

A ARG AR RS RRS

MANHOLE LINING NOTES:

THESE NOTES APPLY TO PYC LINED MANHOLE WRSCRFS, SHELVES AND CHANNELS

PVC TURNBACK ANGLE SHALL BE GLUED AND HELD TIED TO THE EXPOSED VCP.
BY 1/2 INCH STEEL BAND WITH CONTACT CEMENT ADHESIVE TO BOTH SURFACES.

(2)  INSTALL FLAT SHEET PVC NON-SKID SURFACE, ON SHELVES WITH CONTACT

CEMENT ADHESIVE APPLIED TO CONCRETE AND PVC SURFACES. OVERLAFP PVC
ON TO MANHOLE SHAFT AND CHANNEL LINER; WELD TO BOTH AND COMPLETE
WITH 17 WELD STRIPS.

INSTALL PREFORMED CORNER TURNBACK UNDER RING.
WELD 4" JOINT STRIPS AND FINISH BOTH EDGES WITH 17 WELD STRIPS.

RIS

CONCRETE CHANNEL SHALL BE CLEANED, RECONSTRUCTED AND LINED TO A
MIN. 17 BELOW LOW FLOW LINE WITH PVC (T—LOCK) LINING

MANHOLE SHELVES TO BE SLOPED 17 PER FOOT TO CHANNEL.

O @@

INSTALL 17 WELD STRIPS WHERE PVC (T—LOCK), OR CITY APPROVED EQUAL,

IS WELDED; I.E., TOP OF CHANNEL, SHAFT TO SHELF, TURNBACK T0 PIPE
FACE, CORNERS, ETC.

SPECIFIC CONSTRUCTION NOTES:

THESE NOTES APPLY FOR ALL MANHOLE LINING.
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1. CONTRACTOR TO PROVIDE SHOP DRAWINGS & SPECIFICATIONS
FOR ALL MANHOLE LINER INSERTS. ALL MANHOLES CONSTRUCTION

SHALL BE IN ACCORDANCE WITH THIS PLAN AND ACCOMPANYING SPECIAL
PROVISIONS AND CITY STD. DWG 500 AND 503.

2. ALL MANHOLES INSIDE DIAMETER (1.D) SHALL BE IN ACCORDANCE WITH
MANHOLE REHABILITATION SCHEDULE ON THIS SHEET. MANHOLE LINER INSERTS

FOR MANHOLES 1 TO 9 SHALL BE 3" THICK PRELINED, PRECAST CONCRETE RINGS.
CONES FOR ALL MANHOLES, INCLUDING MANHOLE NO. 10, SHALL BE A MIN. 5°

THICK PRELINED PRECAST CONCRETE.

3. CONTRACTOR TO PROVIDE SHOP DRAWINGS AND SPECIFICATIONS FOR
CHANNEL AND SHELF LINING INSTALLATION.

MANHOLE DEPTH IS BETWEEN FLOWLINE AND SURFACE ELEVATION.
MANHOLE # 5 SHALL BE A DROP MANHOLE PER STD. DWG. 503.
ALL MANHOLES SHALL HAVE STEPS PER STD. DWG. 500.

LATERAL INLETS , IN PVC LINED MANHOLES, SHALL BE FULLY LINED
WITH PVC, NO CONCRETE SHALL REMAIN EXPOSED

8. AT MANHOLE NO. 10, CONTRACTOR SHALL PROVIDE SHOP DRAWINGS SHOWING
CONNECTIONS OF PIPES AT EXISTING MANHOLES TO NEW MANHOLE WALLS. EXISTING

CHANNEL USED FOR PIPE EXTENSION SHALL BE CHIPPED, CLEANED, RECONSTRUCTED
AND LINED WITH PVC TO ONE INCH BELOW THE LOW FLOW LINE.
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